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Lightwriter MiniPrinter
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This battery-operated printer works with all current Lightwriters with a serial port.

Full details of operation in the Manual.

BASICS

· The MiniPrinter is suitable for printing short letters, notes, lists, etc.

· It will print whatever you have typed into the Lightwriter, including UPPER or lower case.

· It is turned on and off by the Lightwriter; it consumes very little power unless printing, and can therefore be left permanently plugged into the Lightwriter. 

· We provided an ON button as an alternative - and the printer turns itself off after a few seconds.

PRINTING
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· Enter the message to be printed, then MEM 6.

If this has been replaced by a user-memory, try MEM MEM MEM P.

STYLE

· Most Lightwriters: if the setup is Printer: Miniprinter you can select one of the 4 styles at the Lightwriter (MEM Replay then P repeatedly until the setup is Print then + as required). The printer's STYLE button is over-ridden by any style sent from the Lightwriter.

· SL20 or SL30: select one of the 4 styles using the STYLE button; re-enter the style before each new print-run.

Line-feed

· MEM MEM MEM P then Space then MEM.

· Others: press ON/C to clear the display, then MEM MEM MEM P (or MEM 6).

· Or, press the FEED button briefly (if the motor stays on, press FEED or ON to cancel).

End-of-print

· MEM MEM MEM P then Space then Space then MEM.

· Others: press ON/C then Full-Stop, then MEM MEM MEM P (or MEM 6). This command feeds 4 new lines, which feeds the paper so that it is ready for tearing-off. Or, press the FEED button briefly (if the motor stays on, press FEED or ON to cancel).

Paper-roll

· Hold FEED down for a few seconds - the motor will then stay on for a while, allowing you to feed a new roll of paper in one-handed; to cancel, press FEED or ON.

· The paper-roll is a standard 57 x 57 adding-machine roll; the ribbon is a "standard" Epson part.

Charging

· When the low battery light comes on, charge the printer overnight - any Lightwriter charger is suitable.

Problems

· Ensure the Lightwriter is setup is Port (?): Printer and Printer: Miniprinter.
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Literature part No: LIT561MP 01 August 2008 (DynaVox)
Designed and manufactured in the UK by: 
Distributed in USA and Canada by:
	TOBY CHURCHILL Limited

Norman Way Industrial Estate,


OVER,

Cambridge, CB24 5QE,
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	DynaVox Technologies
2100 Wharton Street Suite 400
Pittsburgh, PA  15203

1-866-396-2869
http://www.dynavoxtech.com
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